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Material Name Grain Material Description (Backing Wt, Backing Type)  Coating Page 12 16 20 24 36 40 50 60 80 100 120 150 180 220 240 280 320 400 500 600 800 1000

Aluminum Oxide Cloth
METALWORKING

PAOJ Aluminum Oxide “J” Weight, Poly/Cotton Cloth Backing Closed Coat w/Grinding Aid 10 PAOJ S S S S S S S S S S

JA165 Aluminum Oxide “J” Weight, Poly/Cotton Cloth Backing Closed Coat 10 JA165 S S S S S S S S S S S

R350 Aluminum Oxide “J” Weight, Poly/Cotton Cloth Backing Closed Coat 11 R350 S S S S S S S S S S S S

R352 Aluminum Oxide “X-Flex” Weight, Poly/Cotton Cloth Backing Closed Coat 11 R352 S S S S S

R145 Aluminum Oxide “X” Weight, Poly/Cotton Cloth Backing Closed Coat 12 R145 S S S S S S S S S S S W S W

PAOX Aluminum Oxide “X” Weight, Poly/Cotton Cloth Backing Closed Coat 12 PAOX S S S S S S S S S S S

XA911 NEW Aluminum Oxide “X” Weight, Poly/Cotton Cloth Backing Closed Coat w/Top Coat 12 XA911 NEW S S S S S S S S S S S S

R192 Aluminum Oxide “Y & X” Weight, Polyester Cloth Backing Closed Coat 13 R192 S W S S S S S S S S S W S

PA631 Aluminum Oxide “Y” Weight, Polyester Cloth Backing Closed Coat w/Top Coat 13 PA631 S S S S S S S S S S S S S

WOODWORKING 12 16 20 24 36 40 50 60 80 100 120 150 180 220 240 280 320 400 500 600 800 1000
K35F Aluminum Oxide “J” Weight, Poly/Cotton Cloth Backing Open Coat 11 K35F S S S S S S S

K35SF Aluminum Oxide “J” Weight, Poly/Cotton Cloth Backing Open Coat 11 K35SF S S S S S S

XW341 Aluminum Oxide “X” Weight, Polyester Cloth Backing Open Coat 14 XW341 S S S S S S S S S S

W25 Aluminum Oxide “Y” Weight, Polyester Cloth Backing Open Coat 14 W25 S S S S S S S S S S W

Aluminum Oxide Paper
METALWORKING AND WOODWORKING 12 16 20 24 36 40 50 60 80 100 120 150 180 220 240 280 320 400 500 600 800 1000

B347 / B347W Aluminum Oxide “F” Weight, Paper Backing - 53", 66" Closed Coat 15 B347 / B347W S S S S S S S S S S W

B317 / B317W Aluminum Oxide “F” Weight, Paper Backing - 53", 66" Open Coat 15 B317 / B317W S S S S S S

ALUMINUM OXIDE MATERIAL AVAILABLE WHILE SUPPLIES LAST 12 16 20 24 36 40 50 60 80 100 120 150 180 220 240 280 320 400 500 600 800 1000
“J” Weight Closeouts

JA512 Aluminum Oxide “J” Weight, Poly/Cotton Cloth Backing Closed Coat w/Top Coat 10 JA512 W W W W W W W W W W W
K35FT Aluminum Oxide “J” Weight, Poly/Cotton Cloth Backing Open Coat K35FT W W W W W
J848 Aluminum Oxide “J” Weight, Poly/Cotton Cloth Backing Open Coat J848 W
KA162 Aluminum Oxide “J” or X Weight, Cotton Cloth Backing Close Coat KA162 W W W W W W
RB346MJ Aluminum Oxide “J” Weight, Poly/Cotton Cloth Backing Close Coat RB346MJ W W W W

“X” Weight Closeouts
XA517 Aluminum Oxide “X” Weight, Poly/Cotton Cloth Backing Closed Coat w/Top Coat 13 XA517 W W W W W W W W W W W W W W W
X088 Aluminum Oxide “X” Weight, Poly/Cotton Cloth Backing Open Coat X088 W W W
TA-X Aluminum Oxide “X” Weight, Poly/Cotton Cloth Backing Close Coat TA-X W

“E” / “F” Weight Paper Closeouts
K117 / PHE Aluminum Oxide “F” Weight, Paper Backing Open Coat K117 / PHE W W W W W W W W
KGF / FKA Aluminum Oxide “F” Weight, Paper Backing Open Coat KGF / FKA W W W
KP52F - 42" Aluminum Oxide “E” / “F” Weight, Paper Backing Open Coat KP52F - 42" W W W
KP80E - 56" Aluminum Oxide “E” Weight, Paper Backing Close coat KP80E - 56" W

Zirconia Cloth
METALWORKING 12 16 20 24 36 40 50 60 80 100 120 150 180 220 240 280 320 400 500 600 800 1000

R203 Zirconia AO w/Grinding Aid “Y” Weight, Polyester Cloth Backing Closed Coat w/Top Coat 16 R203 S S S S S S S S

R205 Zirconia “Y” Weight, Polyester Cloth Backing Closed Coat 19 R205 S S S S S S S S

P656W Zirconia “Y” Weight, Polyester Cloth Backing Closed Coat 16 P656W S S S S S S S S

PZ528 Zirconia AO w/Grinding Aid “Y” Weight, Polyester Cloth Backing Closed Coat w/Top Coat 16 PZ528 W S S S S S S S

PZ628 Zirconia “Y” Weight, Polyester Cloth Backing Closed Coat 17 PZ628 S S S S S S W S

XZ677 Zirconia “X” Weight, Poly/Cotton Cloth Backing Closed Coat 17 XZ677 S S S S S S S S

WOODWORKING 12 16 20 24 36 40 50 60 80 100 120 150 180 220 240 280 320 400 500 600 800 1000
XZ677 Zirconia “X” Weight, Poly/Cotton Cloth Backing Closed Coat 15 XZ677 S S S S S S S S
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Material Name Grain Material Description (Backing Wt, Backing Type)  Coating Page 12 16 20 24 36 40 50 60 80 100 120 150 180 220 240 280 320 400 500 600 800 1000

Zirconia Aluminum Oxide Paper
ZP320G NEW Zirconia Aluminum Oxide “G” Weight, Paper Backing Closed Coat w/Top Coat 18 ZP320G S S S S S S S S

ZIRCONIA MATERIAL AVAILABLE WHILE SUPPLIES LAST 12 16 20 24 36 40 50 60 80 100 120 150 180 220 240 280 320 400 500 600 800 1000
Cloth Backing Closeouts

AZ-X Zirconia “X” Weight, Poly/Cotton Cloth Backing Closed Coat AZ-X W
Z-H Zirconia “YY” Weight, Polyester Cloth Backing Closed Coat Z-H W W
ZY78/ZLY782 Zirconia “Y” Weight, Polyester Cloth Backing Closed Coat ZY78/ZLY782 W W W
PZ533 Zirconia “Y” Weight, Polyester Cloth Backing Special Top Coat PZ533 W W W W

“F” Weight Paper Closeouts
ZP80F - 56" Zirconia “F” Weight, Paper Backing Closed Coat ZP80F - 56" W W W W
Z-F Zirconia “F” Weight, Paper Backing Closed Coat Z-F W W W

Silicon Carbide Cloth
P548W Silicon Carbide “Y” Weight, Polyester Cloth Backing Closed Coat 19 P548W S S S S S S S S S

PC221 Silicon Carbide “Y & X” Weight, Polyester Cloth Backing Closed Coat 19 PC221 S S S S S S S S S S S S S S S S S

XC227 Silicon Carbide “X” Weight, Poly/Cotton Cloth Backing Closed Coat 19 XC227 S S S S S S S S S S S S S

S27 Silicon Carbide “Y” Weight, Polyester Cloth Backing Closed Coat 20 S27 S S S S S S S S

S181 Silicon Carbide “Y & X” Weight, Polyester Cloth Backing Closed Coat 20 S181 S S S S  S S S S S S S S

PK777 Silicon Carbide “Y” Weight, Cork Backing Closed Coat 21 PK777 S S W S

PK777-CORK Silicon Carbide “X” Weight, CORK Cork 21 PK777-CORK

Silicon Carbide Paper
B547 / B547W Silicon Carbide “F” Weight, Paper Backing Close Coat 18 B547 / B547W W W W W W W S S S S S S S S S

SP40F NEW Silicon Carbide “F” Weight, Paper Backing Close Coat 18 SP40F NEW S S S S S S S S

ST10X NEW Silicon Carbide “X” Weight, Combination Backing (Cloth/Paper) Open Coat ST10X NEW S S

SILICON CARBIDE MATERIAL AVAILABLE WHILE SUPPLIES LAST 12 16 20 24 36 40 50 60 80 100 120 150 180 220 240 280 320 400 500 600 800 1000
Cloth Backing Closeouts

TLY Silicon Carbide “Y” Weight, Polyester Cloth Backing TLY W
P549 Silicon Carbide “Y” Weight, Polyester Cloth Backing Closed Coat 20 P549 W W W W W
YC635 Silicon Carbide “YP” Weight, Polyester Cloth Backing Closed Coat 21 YC635 W
PC343 Silicon Carbide “YP” Weight, Polyester Cloth Backing Closed Coat PC343 W
W442 Silicon Carbidew “X” Weight, Cork Polishing W442 W
Z096 Silicon Carbidew Combination Cloth/Paper Backing Open Coat Z096 W W W W

“F” Weight Paper Closeouts
CSE Silicon Carbide “E” / “F” Weight, Paper Backing CSE W W W
CW Silicon Carbide “X” Weight, Cotton Cloth Backing CW W
BS118/BS118 - 56" Silicon Carbide “F” Weight, Paper Backing BS118/BS118 - 56" W W W W W W W W W

Compact Grain Cloth
PG730 Compact Grain/AO “X” Weight, Poly/Cotton Cloth Backing Closed Coat/Wet 22 PG730 S S S S S S S

PG830 Compact Grain/AO “X” Weight, Polyester Cloth Backing Closed Coat/Dry 22 PG830 S S S S S S S

PX220 Compact Grain/AO “X” Weight, Polyester Cloth Backing Closed Coat/Wet & Dry 22 PX220 S S S S S S S W

Ceramic Cloth
PCERY Ceramic “X” Weight, Polyester Cloth Backing Closed Coat 23 PCERY S S S S S

PS999 Ceramic “Y & X” Weight, Polyester Cloth Backing Closed Coat w/Top Size 23 PS999 S S S S S S S S

JS997 Ceramic “J” Weight, Poly/Cotton Cloth Backing Closed Coat w/Top Size 23 JS997 S S S S S S

CERAMIC MATERIAL AVAILABLE WHILE SUPPLIES LAST 12 16 20 24 36 40 50 60 80 100 120 150 180 220 240 280 320 400 500 600 800 1000
PS992 Ceramic “Y & X” Weight, Polyester Cloth Backing Closed Coat w/Top Coat PS992 W W W W W W
S20 Ceramic “Y” Weight, Polyester Cloth Backing Closed Coat w/Top Coat S20 W W W W W
P956 Ceramic “Y” Weight, Polyester Cloth Backing Closed Coat P956 W W
P976 Ceramic “Y” Weight, Polyester Cloth Backing Closed Coat w/Top Coat P976 W W


	CGW-Pasco-Belts-Catalog-2015-MR177 2
	CGW-Pasco-Belts-Catalog-2015-MR177 4

